Class 104
Phantom ||

Current Odometer Reading Chassis Number

( )

Member's Name & Cell #

Prior Odometer Reading & Year

( ) Year ( ) Miles
Driven to Meet:

Check Here if Fire Extinguisher is Present | | |

Team Captain’'s Comments

Coachwork Award Eligibile

Actual
Car in Motion Test (Optional) Max Deduction Deduction
Drive Train (Noise, Rattles, Smoothness) 4
Brakes (Effectiveness) 4
Road Performance (Power Pick Up) 4
After Run Test (Idle, Overheating, Leaks) 4
Total
Class

Points Senior Points

Maximum Coachwork
Available 400 100 Points
Interior
Minus
Deductions | ( ) ( )
Exterior
Total
Points
Plus Class
Points
Total
Points

[A] To be eligible for a Class Award , Car must earn a minimum of ... 1st Place 360 points, 2nd Place = 320 points and 3rd
Place = 280 points

[B] The Score total from the Body & Interior sections of Class Judging will be added to the Total Class Judging Points to
determine the Coachwork Awards. First two pages are used in Award Calulations.

[C] To be eligible for a Senior Award , Car must earn a minimum of 450 points. All cars eligible for Senior Awards will be
scored in Class competition and will be judged by the Senior Judging Team - using a Car in Motion Driving Test
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H Owner Name: Chassis Number:
A INSTRUMENTS & ACCESSORIES  vaxoease V INTERIOR V
IGNITION LIGHT: HEADLINER:
*(Check without the engine running) Stained or dirty 1
N Non functioning ignition light* 1 Sagging or torn 1
Poor finish on ignition switch 1 PARCEL SHELF:
T Missing pull switch knobs 1 Stained or dirty 1
Non authentic material 1
O SEATS:
INSTRUMENTS: Hard or stained surface 2
™M Poor instrument faces 1 Dirt in the pleats 1
Non functioning instrument light 1 Cracked or torn 1
Non functioning map lights 1 Faded or stained 1
Non functioning cigar lighter 1 Non authentic material 1
Non functioning oil pres or temp gauge 1 DOOR PANELS:
I Non functioning radio 1 Stained or dirty 1
Poorly fitted non standard equipment 1 Scratched or shrunk 1
T  Non functioning clock 1 Loose or missing clips 1
Dirty or worn arm rest 1
DOOR WINDOWS: DOOR SEALS:
Hard operation 2 Poor or flat 1
Non functioning 1 Cut or missing 1
Scratches 1 Non authentic material 1
Poor window felts 1 BRIGHTWORK:
Scratched or worn 2
INTERIOR DOOR HANDLE: Loose lock cover plate 1
Poor or sticky door handle operation 2 Missing lock cover plate 1
Non functioning locking device 1 Poor or worn door hinges 1
C Non functioning door switches 1 TREADPLATE:
Non functioning toggle switch 1 Scratched or worn 1
I Dirty cubby boxes 1 CARPETS:
Incorrect cubby box material 1 Dirty 1
Holes or shrunk 2
A ASH TRAYS: Poor binding 1
Dirty 1 Non authentic material 1
S Muissing clips or poor operation 1 Poorly fit new carpet 1
Foot pad - Holes or worn 1
S BRAKE PEDAL RUBBER: Foot pad - non auth material 1
Worn or missing 1 STEERING WHEEL:
Cracked or marked 1
INTERIOR WOOD:
HAND BRAKE: Cracked or chipped 2
1 Excessive travel or poor operation 1 Water damage to veneer 1
Poor refinishing 1
O DIPSWITCH: Poor condition 1
Sticky 1 MIRROR BOXES:
4 Silvering poor condition 1
28 38
TOTAL TOTAL

Rolls-Royce Owners' Club Inc.
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P EXTERIOR
H Owner Name: Chassis Number: 2
EXTERIOR V BRIGHTWORK V
A PAINT CONDITION: DOOR HANDLES:
Dead or dull 1 Worn or pitted chrome 1
TN Orange peel, poor finish 1 Non functioning 1
Chip 1 Drooping 1
T Scratch 1
Worn paint 1 DOOR LOCKS:
Colour mismatch 1 Worn 1
O Stress cracks at leaded seams 1 Non working key 1
WINDOW FRAMES:

BODY: Worn 1
Dings or dents 1 Scratched 1
Missing or poor fender welting 1 Poor appearance 1

Out of alignment 1
I RUNNING BOARDS:
Poor or missing rubber 1 BUMPERS:
I  Damaged trim 1 Worn or dented 1
Incorrect patter 1 Scratched 1
Misaligned *check ends 1
Poor cndtn bumper shocks 1
Split/missing rubber gasket = 1
DOORS:
Poor alignment 1 TRIM MOULDINGS:
Large or tight door gaps 1 Dented 1
Hard to close doors 1 Bent or scratched 1
C Poorly fitted or anchored 1
CONVERTIBLE TOP: GRILL:
| Poor appearance 1 Poor appearance/dirty 1
Tear 1 Scratched, pitted or dented
A\ Non authentic material 1
Non functioning 1 HEAD-SIDELIGHTS:
S Tonneau cover missing 1 Poor appearance/dirty 1
Rear window scratched or opaque 1 Scratched, pitted or dented 1
Poorly fitted to body 1
S Incorrect hardware 1

GLASS: Poor or incorrect mascot 1
Windscreen cracked 1
Stone chips 1 HUB NUTS:

1 Pitted 1 Mismatched 1
Separation in corners 1 Poor appearance 1
Door window scratched 1

O MIRRORS EXTERIOR:
Poor or pitted finish 1
4 Poor or stained silvering 1

HORN GRILL:
Poor condition 1
26 29
TOTAL TOTAL
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P Owner Name: Chassis Number: 3

H COOLING SYSTEM v FIREWALL & FITTINGS |uscoese v

LEAKS: SPARE POINTS HOLDER:

A\ Hose or radiator 1 Missing 2
Water pump 1 Missing points 1

TN  Incorrct hoses 1 LOOM COVERS:

Incorrect clamps 2 Damaged or missing 2
T Drain tap missing or inoperative 1 Bolts or anchors missing 1
Fan Loose Or Noisy 1 STARTER SWITCH:
O Incorrect Or Poor Belts Missing or incorrect clip 1
(low in grooves) 1 Cracked, broken or missing coy 2
BIJUR CHASSIS LINES:

M CALORSTAT: Poor or leaking 2
Poor or inoperative 2 Non anchored junction blocks 1
Missing or disconnected linkage 2 Poor or incorrect routing 1

SPEEDO & TEM GAUGE CABLE ANCHORS:

I Incorrect or missing screws 1

COOLANT: NON AUTHENTIC:
I Low or Dirty 1 Equipment/hardware 1
Finish
*(include Tank & Firewall) 2
NON AUTHENTIC:
Equipment 1 ENGINE ELECTRICAL
Finish 1 DISTRIBUTOR CAP:
Cracked or broken 1
H T LEADS:
Worn or poor 2
START & IDLE Incorrect type mismatched 1
Hard Starting 1 Incorrectly routed, not loom coy 2
Rough or high idle 1 Missing numeral ring 4
Slow or unresponsive pick up 1 COILS:
C Noisy tappets 1 Non authentic 1
GENERATOR:
| D Non authentic 2
EXHAUST MANIFOLD REGULATOR:
A MANIFOLD: Non authentic 2
Leaking or cracked 2 WIPER MOTOR:
Poor finish, severe corrasion 2 Non authentic or poor finish 2
S Missing or incorrect nuts 2 Broken or perished mount 1
WIRING:

S DOWN PIPE: Poor or incorrect insulation 2
Not lagged 1 Incorrect or poor finish 1
Leaking 1 IGNITION:

Broken or missing down pipe braket | 1 Non functioning
1 *Test "A" & "B" 1
NON AUTHENTIC:
Equipment 1
o Finish 1
30 39
4 "FOTAI‘_ "FOTAI‘_
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P Owner Name: Chassis Number:
H STEERING BOX i v FUEL SYSTEM v
Excessive Play 1 CARBURETOR:
A\ Leaking 1 Poor or incorrect finish 1
Missing patent plate 1 Damaged fittings or
TNJ  Poor or incorrect fasteners 1 kinked lines 1
Poor or missing Bijur line 1 Leaks 2
T Split pins missing from chassis nuts 1
Poor or incorrect finish 1 FUEL LINE AND DRAIN PIPES:
O Poor or non authentic 1
AUTOVAC:
M Non functioning 2
CRANKCASE AND LINKAGE Non authentic 2
CRANKCASE: Missing/non auth hardware 1
Dirty or incorrect finish 1
I  Oil Leaks 2 AIR CLEANER:
Missing or incorrect pan bolts 1 Dirty 1
I  Poor/non functng oil lever indicator 1 Poor or incorrect 1
Poor or missing oil filler cap seal 2 Non authentic/poor finish 1
FLEX LINE:
Leaking 1
ENGINE BLOCK: Non authentic 1
Dirty or incorrct finish 2
Cracks 2
Leaking side covers 2
Incorrect or weeping screws 1 ENGINE COMPARTMENT
ENGINE:
Dirty 2
Poor eng mount thrust pads 2
C LINKAGE: Hard to close hood locks 1
Poor or incorrect finish 1 Missing/bent hood supports 1
| D Missing/incorrect bell crank screws 1
Incorrect split or clevis pin 1 JUNCTION BOXES:
Missing 2
A Missing caps 1
S Missing Ioor_n c!ips 1
WATER PUMP: Non authentic finish 1
Incorrect water pump grease reservoir 1
S Split or frayed water pump coupling 2 Non auth equipment or holes 1
Cracked ballast resistor or housing 1
Missing or broken oil reservoir 1 FUSE BOXES:
Broken or cracked cover 2
1 Incorrect fuses/poor whipping 2
Poor condition or dirty 1
O NON AUTHENTIC: Incorrect wire 1
Equipment 1 Missing spare fuse wire 1
30 34
4 TOTAL TOTAL
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UNDERBODY AND UNDERBODY

20HZpPUIN

n w0

)

N

Owner Name: Chassis Number:
STEERING AND SUSPENSION | waxpecuct BRAKES wax D \
SHACKLE PINS: Rusted brake cables 4
Worn or rusted 4 Damaged front drum linkage 2
Split pins missing 2 Excessive play 1
Stretched/frayed brake cables 4
Incorrect clevis 1
TIE ROD ENDS: Boots missing from under trays 1
Torn or missing dust shield 3 Poor or missing return springs 1
Split pins missing 2 Non auth euipment or finish 2
Excess play 2
BIJUR SYSTEM:
Damaged or missing line 2
FUEL SYSTEM
FUEL LINE:
KING PINS: Leak 3
Worn or rusted king pins 2 Non authentic 1
Excess oil on king pins 2 Poor or missing anchors 1
Non authentic finish 1
Damaged or kinked 2
Broken or missing housing 4 Non authentic pipe 1
Poor or missing gaiters 3
NON AUTHENTIC: GAS TANK:
Finish 2 Poor or leaking 4
Equipment 2 Poor or damaged fittings 2
FUEL FILTER:

UNDERBODY AND CHASSIS Leak 3
Poor or rusted body mounts 1 Damaged or rusted 2
Poor or rusted rocker panels 1 Non authentic 1
Missing sunshine roof drains 1
Damaged or missing jacking points 2
Rusted or poor chassis 1
Missing or poor under sheets 2
Dirty chassis 1

POWER TRAIN

EXHAUST SYSTEM Engine oil leaks 2

Poor condition 2 Transmission fluid leaks 2

Missing ground straps 1 Missing propshaft univ joint fittgs 2

Bent, torn or missing hangers 2 Missing/torn gearbox thrust rubbers 2

Hitting chassis or floor 2 Differential leaks 2

Missing grass or heat shield 1 Shock absorbers leaking 2

Leaks 2 Non authentic or poor finish 2
Non authentic equipment 2

51 51

TOTAL TOTAL
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BOOT, TYRES AND STANDING HEIGHT

20HZPEIN

w0

o

1N

Owner Name: Chassis Number:
BOOT TOOLS AND LIGHTS | waxpeaut BOOT INTERIOR e e \
LIGHTS (non working units): BOOT LID SEAL:
Side lights 1 Split or perished 1
Headlamp low and high beams 1 Seal missing 1
Tail lamps 1 Poor appearance 1
Brake lamps 1
Reverse, license plate lights 1
Indicators 1 CARPET:
Cracked or broken lens 1 Incorrect carpet 1
Holes or worn spots 1
Missing carpet clips 1
Water stains 1
TOOL KIT: Side panels & lid screws missi| 1
Tool missing from kit 1 Incorrect screws 1
Missing bulbs 1
Missing owners manual 1
BOOT LID:
Out of adjustment
LARGE TOOLS: (hard to close) 1
Missing jack or wheel wrench 1
Out of adjustment
(lid rattles) 1
Missing wire clips 1
BATTERY: Missing boot lid support 1
Wrong size (not large enough) 1 Sagging/torn boot lid material | 1
Muissing or incorrect hold down 1
Terminal corroded 1
Incorrect terminal or wiring 1
Corroded carrier 1
Dirty 1
TYRES, WHEELS
Wrong size/mismatched type 1
Missing valve stem cover 1
BATTERY COVER: Poor or worn tyre 1
Missing 1 Poor spare tyre mount 1
Cracked or poor 1
Poor condition or missing screws 1
STANDING HEIGHT
Front suspension low 1
GAS TANK CAP DOOR OR CAP LOCK: Rear suspension low 1
Hard to open or poor condition 1 20
Non working 1 TOTAL
BOOT LIGHT:
Non working 1 Notes:
Missing light, lens/difffuser 1 * Check Owners Manual For Original Tyre
« Check for Tools Under the Bonnet
24
TOTAL
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