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Owners Name

Chassis Number

Team Captains Coments:

[/] | CAR IN MOTION (7est Optional)

DRIVE TRAIN (Noise Rattles Smoothness)

BRAKES (Effectiveness)

ROAD PERFORMANCE (Power Pick Up)

AFTER RUN TEST (Idle Overheating Leaks)
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Total

TOTAL DEDUCTIONS

SCORE

PLUS AGE & MILEAGE

FINAL SCORE

400




ENGINE COMPARTMENT

Owner’s Name

Chassis Number

B
I-I"I RADIATOR BELTS HOSES BRAKES HYDRAULICS | | [a
Leaks: Reservoirs: Dirty 2
m Hose or Radiator 1 Low fluid 1
CD Water Pump 1 Leaks 1
Incorrect Hoses 1 Seals missing from caps 1
l Incorrect Clamps 2 Hose Pumps supply: Leaking )
> Heater Tap missing or inoperative 1 Poor condition 1
D Fan Clutch loose or non operation 1 Pumps: Noisy 9
Incorrect or poor belts low in grooves 2 Leaking 1
O Expansion Tank leaking poor cond. 2 Accumulator and Valve Bodies:
Coolant Probes disconnected or missing 1 Leaking 1
Coolant: Low or dirty 1 High pressure hoses leaking or chaffing 2
@ Non-authentic: Equipment 1 Incorrect finish brake lines 1
Finish 1 Non authentic: Equipment il
I I I TOTAL Finish 1
Z TOTAL
i START & IDLE
i Hard Starting 1 %
I — ENGINE ELECTRICAL
Rough or High idle 1
Distributor Cap: Cracked or broken
Slow or Unresponsive pick up 1
Incorrect color
|< Noisy Tappets 1
H T Leads: Worn or poor
TOTAL
H Incorrect type mismatched
EX. MANIFOLD AND EGR Incorrectly routed not held in anchors
‘ ’ Manifolds: Leaking 5 Distributor: Incorrect C D system
r_ Cracked 2 Coil: Non authentic or finish
> Bolts missing 1 Alternator & Regulator: Non authentic
U) EGR: Non working valve Disqualify Wiper Motor: Non authentic or finish
Pipe leaking 2 Washers: Incorrect pump or hose
U) Non insulated pipe 1 Wiring: Poor or incorrect insulation
\ Equipment missing 1 Corroded or incorrect wire connectors
N Non-authentic: Equipment ] Relays: Non authentic incorrect cover
I Finish 1 Speed Control: Non authentic inoperative
TOTAL TOTAL
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ENGINE COMPARTMENT

Owner’s Name

Chassis Number

FUEL SYSTEM

Carburetors: Leaks

Heat Riser Pipes: Poor Condition

Damaged fittings kinked lines

Flex Lines: Leaks

Non-authentic

Air Intake Hose: Split

Non-authentic

Missing or non authentic clips

Air Cleaner: Dirty

Hot air pickup missing
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Non-authentic finish

TOTAL

ENGINE COMPARTMENT

Engine: Dirty

Rocker covers oil leaks

Poor cork seal inside oil filler cap

Low oil level on dip stick

Ground straps missing or disconnected

Non authentic finish

Non authentic equipment

Bonnet light: not working

Non authentic or missing

Bonnet insulation: missing

Poor condition

Buttons missing

Non authentic material

Spring Towers: Poor finish
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Strut Rubber: Worn or missing
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m STEERING PUMP
Power Steering Pump: Noisy 1

m Leaks or low fluid 1

1 Incorrect hose on return line 1

> Poorly routed high pressure hose 1
Leaks at cooler (behind grill) 1

D Non authentic 1

O Finish 1

é TOTAL

1

m AIR CONDITIONING

m Compressor: Noisy or incorrect type 1
Fuse: Not attached or missing 1

Z Hoses: Poor condition 2

q Leaks Oil showing at couplings 1

I— Non-authentic 2

m High Pressure Pipes:

_< Bent or kinked 2
Missing anchor clips 2

q Damaged or rounded unions 2
Air Bubbles in receiver dryer 1

O Blower Motors: noisy 1

r- Non functioning 2

> Ducts: Insulation torn or missing 2
Scuttle air intake:

U) Foam filter missing or deteriorated 1

m Non-authentic:

\ Equipment 2
3 Finish 1
-h TOTAL

TOTAL
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