Class 115
Silver Spirit & Spur

Current Odometer Reading Chassis Number
( )
Prior Odometer Reading & Year Member's Name
( ) Year ( )

Check Here if Fire Extinguisher is Present I |:|

Team Captain's Comments:

Maximum Actual

Car in Motion Test (Optional) Deduction  Deduction
Drive Train (Noise, Rattles, Smoothness) 4
Brakes (Effectiveness) 4
Road Performance (Power Pick Up) 4
After Run Test (Idle, Overheating, Leaks) 4
Total

[A] [B] [C]

Available Minus (-) Class Coachwork  Senior

Points Deductions Points Points Points
[A] Class Points 400 ( )
[B] Coachwork Points 140 ( )
[C] Senior Points 100 ( )

Total Points

Total T'otal Total

(HQ NOTE) Class Coachwork Senior

Enter Class Point Totals in Computer Points Points Points

[A] To be eligible for a Class Award , car must earn a minimum of ... 1st Place 360 points, 2nd Place = 320
points and 3rd Place = 280 points

[B] The Score total from the Body & Interior sections of Class Judging will be multiplied by two (2) and shall be

added to the remainder of the Class Judging totals to determine the Coachwork Awards.
[C] To be eligible for a Senior Award , car must earn a minimum of 450 points. All cars eligible for Senior

Awards will be scored in Class competition and will be judged by the Senior Judging Team - using a Car in Motion

Driving Test




S Owner's Name: Chassis Number: 1
I RADIATOR, BELTS, HOSES | suxpeuct \V BRAKES HYDRAULICS o N
I LEAKS RESERVOIRS:
Hose or Radiator 1 Dirty 2
V Water pump 1 Low fluid 1
E Incorrect Hoses 1 Leaks 1
Incorrect Clamps 2 Missing cap seals 1
R Heater Tap Missing or Inoperative 1 HOSE, PUMPS, SUPPLY:
Fan clutch Loose or Non Operational 1 Leaking 2
Incorrect or Poor Belts (low in grooves) 2 Poor condition 1
S Expansion Tank Leaking (poor cond.) 2 PUMPS:
Coolant Probes Disconnectted or Missing 1 | Noisy 2
P | | Leaking 1
I |ACCUMULATOR AND VALVE BODIES:
Leaking 1
R RADIATOR CAP: High pressure hoses leaking or chaffing 2
Chipped or poor finish 1 Incorrect finish brake lines 1
I NON AUTHENTIC:
T NON AUTHENTIC: Equipment 1
Equipment 1 Finish 1
g Finish 1
S ENGINE ELECTRICAL
START & IDLE DISTRIBUTOR CAP:
P Hard Starting 1 Cracked or broken 1
U Rough Or High Idle 1 Incorrect color 1
Slow Or Unresponsive Pick Up 1 H T LEADS:
R Noisy Tappets 1 Worn or poor =2 , =i
Incorrect type mismatched 1
Incorrectly routed, not held in anchors 1
EXHAUST MANIFOLD AND EGR DISTRIBUTOR:
c MANIFOLD: | Incorrect C D system 2
Leaking 2 " COIL:
I Cracked 2 Non authentic or poor finish 1
Missing or incorrect nuts 1 ALTERNATOR & REGULATOR:
A Non authentic 1
S WIPER MOTOR:
EGR VALVE: Non authentic or poor finish 2
S Non working valve 2 WASHERS:
Leaking pipe 1 Incorrect pump or hose 2
1 Non insulated pipe 1 WIRING:
Equipment missing 1 Poor or incorrect insulation 2
1 Corroded or incorrect wire connectors 2
RELAYS:
5 NON AUTHENTIC: Non authentic or cover 2
Equipment et SPEED CONTROL:
Finish = Non authentic 1
[ [ 3 i (e 38
1 TOTAL | [ ] TOTAL |
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ENGINE COMPARTMENT I1

Owner's Name:

Chassis Number:

Oee DED) RO B Rt T =00

STEERING PUMP _— ‘ FUEL SYSTEM Vi educ v
POWER STEERING PUMP FUEL DISTRIBUTOR:
Noisy 1 Leaks 1
Leaks or low fluid |l Broken mounts 2
Incorrect hose on return line 4 Damaged fittings kinked lines | 1
Incorrect high pressure hose 1
Leaks at cooler (behind grill) 1 FLEX LINES:
Non authentic 1 Leaks 1
Poor finish 1 Non authentic 2
AIR INTAKE HOSE:
Split 2
Non authentic 1
AIR CONDITIONING Missing or non authentic clips 2
COMPRESSOR:
Noisy or incorrect type 1 AIR CLEANER: =
Missing or not attached fuse 1 Dirty 1
Missing hot air pickup 1
HOSES: Non authentic finish 1
Poor condition 2
Leaks oil showing at couplings 1
Non authentic )
ENGINE COMPARTMENT
HIGH PRESSURE PIPES: ENGINE:
Bent or kinked 2 Dirty 2
Missing anchor clips 2 Rocker covers oil leaks 2
Damaged or rounded unions 2 Poor cork seal inside oil filler cap 1
Low oil level on dip stick 1
BLOWER MOTORS: Ground straps missing or disconnected 1
Noisy el Non authentic finish 1
Non functioning 2 i Non authentic equipment 1
DUCTS: ’ BONNET LIGHT:
Insulation torn or missing 2 Non functioning 1
- s E Non authentic or missing i %
SCUTTLE AIR INTAKE
Foam filter missing or deteriorated 1 BONNET INSULATION:
Missing 1
NON AUTHENTIC: Poor condition 1
Equipment 2 Buttons missing 2
Finish 1 Non authentic material 1
SPRING TOWERS:
Poor finish 2
STRUT RUBBERS:
Worn or missing 2 *
29 | 35
TOTAL | TOTAL
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UNDERSIDE AND SUB FRAMES

1

S Owner's Name: Chassis Number:
I STEERING AND SUSPENSION | viu: pedut BRAKES AND HYDRAULICS |vis pesuc \
I , |BALL JOINTS: Rusted Brake Lines 2
V Torn or missing boots 2 Poor or Perished Brake Hoses | 4
= Grease nipples fitted 2 Rusted Brake Cables 2
b Split pins missing 2 Damaged Bleed Nipples 2
R Leaks, including Rat Trap 2
TIE ROD ENDS: Leaking Height Control Valve 2
Torn or missing boots 2 Leaking Rams 2
S Split pins missing 2
P Lock tabs missing at yokes 1
ROLL BAR:
I Swelled rubber or damaged 2 FUEL SYSTEM
R FUEL PUMP:
STEERING RACK OR BOX: Noisy 1
I Leaks at spool valve 2 Leak 2
T | Leaks at convoluted seals 1 Poor or damaged fittings 2
g STEERING COLUMN: FUEL LINE:
Rusted universal joints 1 Leak 2
Cracked or broken rubber coupling 2 Non authentic 2
S C.V Joint Cover Torn or Missing 2 Poor or damaged fittings 2
P Missing Heat Shields 2 Non authentic finish 1
‘ ) UPPER CONTROL ARMS [ FUEL FLEX HOSE:
R Compliance mount torn 2] Rusted or damaged 2
Non authentic 1
LOWER CONTROL ARMS
Bushes worn 2 FUEL FILTER:
‘ 5 | Leak 9
L NON AUTHENTIC: | Damaged 1
Finish or dirty 1 Poor or damaged fittings 1
A Equipment 2 Non authentic )
S UNDERBODY
S Rust or Corrosion on Floor Pans 2 EXHAUST SYSTEM
Damaged or Bent Floor Pans il £ Poor Condition 1
1 Damaged or Bent Subframes 2 No Catalytic Converters *DISQUALIFY
Damaged or Bent Jacking Points 2 Bent or Missing Hangers 3
1 Dirty Areas 1 Hitting Cross Member or Floor 1
5 Missing Grass or Heat Shield | 1
POWER TRAIN Missing Polished Ends from Tail Pipe 1
Engine Oil Leaks 2 Leaks 2
Transmission Fluid Leaks 2 Non Authentic Finish 1
Dirty Sub Frames 2 Non Authentic Equipment 2
Diff. Carrier Mounts Torn or Broken 2
C V Joint Covers Split 2
Differential Leaks ey 2
Rear Sub Frame Shock Absorbers 2
53 | 49
TOTAL ‘TOTAL
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