LLL SOV LD S AHTLNAA

Owner’s Name Chassis Number

Team Captain’s Comments:

] ECAR IN MOTION (Test Optional)

Max
Deduct

DRIVE TRAIN (Noise Rattles Smoothness) 4
BRAKES (Effectiveness) 4
ROAD PERFORMANCE (Power Pick Up) 4
AFTER RUN TEST (Zdle Overheating Leaks) 4 1
Total l
TOTAL DEDUCTIONS 400
|
SCORE
CAR IN MOTION TEST
(OPTIONAL)

FINAL SCORE




ENGINE COMPARTMENT

Owner’s Name

Chassis Number

m RADIATOR BELTS HOSES —
Leaks:
3 Hose or Radiator 1
1 Water Pump 1
% Incorrect Hoses 1
Incorrect Clamps 2
h Drain tap poor or missing 1
Fan loose or noisy 1
m Incorrect or poor belts low in grooves 2
Header Tank leaking poor cond. 2
Steam valve missing information plate 1
Coolant: Low or dirty 1
Non-authentic: Equipment 1
m Finish 1
TOTAL
START & IDLE d
\\ Hard Starting 1
ﬁ Rough or High idle 1
e Slow or Unresponsive pick up 1
Noisy Tappets 1
> TOTAL
:A EXHAUST MANIFOLD o
Manifolds: Leaking or cracked 2
’A Missing or incorrect nuts 0]
Heat Riser Pipes:
Pipe leaking 1
d Non insulated pipe 2
I Heat shield damaged missing 2
Non-authentic: Equipment 1
d Finish 1
TOTAL

BRAKES HYDRAULICS | M=
Reservoirs: Dirty 2
Low fluid 1
Leaks i}
Seals missing from caps 1
Screen missing or damaged 2
Incorrect spacers 1
Screws misaligned or incorrect 1
Poor or incorrect finish 1
Glass chipped or cracked 1
Hoses leaking or chaffing 2
Incorrect hoses 1
Incorrect hose clamps 1
Incorrect finish brake pipes 1
Non-authentic: Clips 1

TOTAL

ENGINE ELECTRICAL -
Distributor Cap: Cracked or broken 1
H T Leads: Worn or poor T
Incorrect type mismatched 2
Incorrectly routed not held in anchors 1
Coil: Non authentic or finish 2
Generator: Non authentic 2
Regulator: Non authentic ) |
Incorrect or poor finish 1

Wiper Motor: Non authentic or finish 2
Washers: Incorrect pump or hose 2
Wiring: Poor or incorrect insulation 2
Corroded or incorrect wire connectors .
Relays: Non authentic 2
TOTAL
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111 SSVIO S AHTLNHY

ENGINE COMPARTMENT

Owner’s Name

Chassis Number

FUEL SYSTEM

Carburetors: Leaks

Choke Solinod: Poor wiring

Cover: Missing or poor condition

Flex Lines: Leaks

Non authentic

Air intake Hose: Split

Non authentic

Missing or non authentic clips

Air Cleaner: Dirty

Mounting incorrect or missing

Non authentic finish

TOTAL

ENGINE COMPARTMENT

Max
Deduct

Engine: Dirty

Rocker cover/s oil leaks

Poor cork seal inside oil filler cap

Low oil level on dip stick

Ground straps missing or disconnected

Rubber grommet missing or deteriorated

Non authentic finish

Non authentic equipment or holes

[SUON SO Ve U T ' S

FUSE BOXES

Cover cracked or broken

Incorrect fuses

Poor condition

Dirty

Incorrect wire

] e | e | =

Missing spare fuse wire

STEERING PUMP Detuc
Power Steering Pump: Noisy 1
Leaks or low fluid 1
Incorrect hose on return line 1
Incorrect high pressure hose 1
Missing filter inside reservoir 1
Incorrect hose clamps return line 1
Poor or incorrect finish 1
TOTAL
AIR CONDITIONING M-

Compressor: Incorrect or Noisy 1/2 -1 1
Hoses: Poor condition 1/2-1 2
Leaks Oil showing at couplings 1/2 1
Non-authentic 1/2-1 2
High pressure pipes:

Bent or kinked 1/2-1 2
Missing anchor clips 1/2 each 2
Damaged or rounded unions 1/2 each 2
Actuators: Missing | 2
Non function 1/2 each 1
Rubber cap missing 1/2 each 1
Retumn springs missing 1/2 each 1
Summer bleed pipe missing 1/2-1 1
Manual heater taps: Missing 1-2 1
Leaking 1/2-1 1
Non authentic:

Equipment 1-2 2
Finish 1 1

TOTAL

OTAL
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CHASSIS AND UNDERSIDE

Chassis Number

Owner’s Name

STEERING AND SUSPENSION | oeuc
Suspension Joints: Missing seals 2
Rust showing 2
Lock Tabs missing 2
& I l Tie rod ends: Torn or missing boots 2
Split pins missing 2
y Lock tabs missing at yokes 2
2t Steering Box: Leaks 2
% Mounts: Swelled or perished 3
Hoses: Leaking or poorly routed 2
r P/S ram leaking 1
Non authentic: Finish 1
1 Equipment 2
\ Rebound rubbers missing or split 3
Grease nipples missing or incorrect 2
Sway bar links rubbers perished 1
Incorrect bolts or spacers 1
w Road Springs coil bound 2
TOTAL
BODY AND CHASSIS Kl
\\ Poor or rusted body mounts 2
Poor or rusted rocker panels 2
( Missing drains trunk floor 1
Damaged or missing jacking brackets 1
> Rusted or poor chassis legs ik
Poor or missing undersheets 1
N E=
Dirty chassis 1
r TOTAL
ﬂ EXHAUST SYSTEM o
Poor condition 1
d Missing ground straps 2
Bent, torn or missing hangers 2
ﬁ Hitting chassis or floor 2
d Missing heat shield 1
Leaks 2
Non authentic: Equipment 2
TOTAL

BRAKES ol
Rusted brake lines 2
Damaged bleed nipples 5
Leaking master cylinder 2
Poor or perished brake hoses 4
Compensator rubbers worn or perished 2
Rubber boots torn or missing 1
Return springs poor or missing 2
Non authentic equipment and or finish 1
TOTAL
FUEL SYSTEM et
Fuel pump: Leak 2
Poor or damaged fittings 7
Fuel line: Leak 2
Non authentic 2
Non authentic finish 2
Fuel flex hose: Leaks 2
Gas Tank: leaks or poor condition 2
Non authentic 1
Fuel filter: Leak 3
Damaged 2
Non authentic 2
TOTAL
POWER TRAIN -
Engine oil leaks 2
Transmission fluid leaks 2
Propshaft hanger springs poor or missing 2
Gaiters: poor or missing 2
Differential leaks 2
Shock absorbers leaking 5.
Non authentic or poor finish 2
TOTAL
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